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2 Safety information 
Read through the instructions in this manual carefully before installing and using the 

equipment for the first time. This will give you an overview of the work required and 

will prevent hazards that may otherwise result from incorrect assembly and use. 

In this instruction manual, safety information is displayed in the following way: 

DANGER 

DANGER indicates an imminently dangerous situation. If not avoided, this 

situation could result in death or severe injuries. 

WARNING 

WARNING indicates a potentially hazardous situation that, if not avoided, could 

result in death or serious injury. 

CAUTION 

CAUTION indicates a potentially hazardous situation that, if not avoided, could 

result in minor or moderate injury. 

ATTENTION indicates a harmful situation that could result in damage to the 

product or something around it. 

Note! 

The safety symbols used are not a substitute for the written safety 

information. You must read the safety and warning instructions and follow 

them in order to avoid any potential hazards. 

General information, tips and helpful courses of action. 
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3 Product description 

3.1 Intended use 

The Assist Rail provides stable and comfortable support for the person lying in the 

bed when sitting or remaining upright and makes it easier to get out of and into bed. 

3.2 Use for the intended purpose 

• The Assist Rail is designed for installation on the Dali, Dali Economic, Regia

and Allura care beds. It is not permitted to use it on any other Burmeier care 

beds that are not explicitly mentioned or on any other make of bed. 

• The Assist Rail can be mounted on the beds listed above regardless of the

width of the mattress base. 

• The Assist Rail may only be mounted to the head-end half of the bed (to the

right/left). A minimum distance of 70 cm must be maintained between the 

headboard and the Assist Rail. 

• The maximum load-bearing capacity of the Assist Railis 40 kg.

• The Assist Rail must be attached only at the intended position on the bed in

accordance with the installation instructions in this manual. 

• The Assist Rail must only be used under the operating conditions described in

this instruction manual. Its use for any other type of application is deemed to 

be contrary to the intended purpose. 
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4 Included in the package 
Assist Rails have different colours and sizes of bracket for sliding onto the long side of 

the bed. 

Order number Component 

Dali Assist Rail 

2001525 

Topaz 

Dali Assist Rail 

2004063 

Signal Grey 

for use with 

Dali Economic 

and Regia 
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Dali Wide Assist 
Rail 

2002295

Topaz 

Dali Wide Assist 
Rail 

2002290 

Signal Grey 

for use with 

Dali Economic  

and Regia 

Allura Assist 
Rail 

2001825 

Topaz 
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5 Installation 

5.1 Installation area 

The Assist Rail may only be mounted on corresponding bed models within the

installation area indicated here. 

Installation is possible on both sides of the bed. However, a minimum distance of 

70 cm must be maintained between the Assist Rail and the headboard, and a

minimum distance of 65 cm must be maintained between the footboard and 

the Assist Rail.

Depending on the bed model, please note that the Assist Rail cannot be mounted

across the entire area. The structural properties of each bed further restrict the 

installation area. 

Example of installation: 
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5.2 Tools required 

The Assist Rail can be mounted without tools.

5.3 Installation of the Assist Rail

Danger of collision 

Incorrectly positioning the clamping screw levers will cause collisions with other 

objects. 

The levers of the clamping screws must always be positioned in alignment with 

the long side of the bed or pointing towards the inside of the bed. 
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Use the levers to 
unscrew the 
clamping screws 
until they sink into 
the bracket. 

Press the bracket 
of the Assist Rail
onto the desired 
long side of the bed. 

Please take the 
installation area 
into account! 
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Make sure that the 
bracket also 
engages properly at 
the back of the long 
side of the bed. 

Retighten the 
clamping screws 
using the levers. 

If the lever still 
extends outwards 
after tightening the 
screw, pull the lever 
downwards. The 
lever can now be 
moved freely, and 
you can turn it so it 
points inwards 
under the bed 
without having to 
loosen the 
fastening. 
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6 Cleaning 

− Do not use scouring agents, abrasive cleaning agents or scouring pads.
These products can damage the surface. 

− Do not use organic solvents such as halogenated/aromatic hydrocarbons
and ketones. 

− Do not use acidic cleaning agents.

− It is essential that the manufacturer’s dosage advice is followed to prevent
damaging the plastic and metal surfaces! 

− The Assist Rail must not be cleaned automatically in a machine.

− After cleaning or disinfection ensure that no liquid residues remain on the
metal parts of the Assist Rail (avoid drops forming on the edges). 
Otherwise corrosion cannot be ruled out in these areas in the long term. 

− Despite its excellent mechanical resistance, scratches, markings, etc., which
permeate the entire coating should be resealed using a suitable repair 
substance to prevent moisture from penetrating. 

For disinfection by wiping, most cleaning and disinfection agents commonly used in 

institutions or care facilities, such as cold and hot water, detergents, alkaline 

solutions and alcohols, can be used. 

These agents must not contain any substances that could change the surface 

structure or the adhesive properties of the plastic materials. 

The following cleaning agents have been successfully tested and approved by 

Stiegelmeyer: 

Manufacturer Description Concentration according to 

manufacturer 

Antiseptica Biguacid-S 0.5% solution 

B. Braun Meliseptol rapid, 
Meliseptol 

Working solution 50 ml/m² 

Bode Chemie Bacillol AF Working solution 50 ml/m² 

Ecolab Incidin Plus 0.5% solution 

Fresenius-Kabi Ultrasol-F 0.5% solution 

Lysoform Amocid 1.5% solution 

Schülke Buraton 10 F 5% solution 

Please consult the appropriate manufacturer before using any other agents than 

those included in this list. Only equivalent alternative agents can be used, to prevent 

any damage to the bed as a result. 
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7 Maintenance 
The Assist Rail is maintenance-free; however, we would recommend performing an 

annual inspection of the following points: 

• Condition and good working order

• Ensure that all connections are securely tightened

The following table can be copied, filled in and saved. 

What? How? OK Not 

OK 

Description of defect 

Tubular 

structure 

Free of bends and 

deformations? 

Welds free of cracks? 

Surface 

structure 

Smooth / Powder coating 

undamaged? 

8 Disposal 

Risk of infection 

The operator must ensure that all components of the bed that are to be disposed 

of are not infectious or contaminated. 

If the Assist Rail is to be disposed of, the plastic and metallic parts must be 

separated and disposed of properly in accordance with relevant local and national 

environmental regulations and legislation of the town or country concerned. If you 

have any queries, you can contact your local municipal waste company or our 

service department. 
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9 Technical data 

9.1 Dimensions and Weight 

Dimensions (W x L) Weight 

approx. 16 x 47 cm approx. 1,5 kg 

approx. 30 x 47 cm approx. 2,3 kg 

9.2 Materials used 

• The Assist Rail is predominantly made of powder-coated steel and partly of

plastic (lever). 

• All surfaces are safe for contact with the skin.

• The Assist Rail is not machine washable! (Refer to the chapter Cleaning for

more information about this). 

9.3 Safe working load 

Safe working load 

40 kg 

10 Translation of EC Declaration of Conformity 
We, Burmeier GmbH & CO. KG, in our sole responsibility as the manufacturer, 

hereby declare that this product complies with the provisions of REGULATION (EU) 

2017/745 OF THE EUROPEAN PARLIAMENT AND THE COUNCIL of 5 April 2017 

(MDR). 

The full latest version of the declaration of conformity is available on request from our 

customer service centre, or go to the dealer area on our website (see contact details 

at the back). 
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